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multi-field vertical Wicket 
 

 
 
 
 
 
 

What is it used for? 
For less than using very long dryers, screen printing machines have a printing speed higher than 
drying capacity of their dryers. 
The purpose of vertical Wicket is to balance and synchronise the production of screen printing 
machine with the one of dryer. 

It follows that its obvious placement is between printing machine and its dryer.  
 
 
 
 

mailto:info@mismatic.com


 

 
 

 

Copyright © 1977-2015 Mismatic. All rights reserved. edition March 2015 
 

Description 
Vertical Wicket has been designed and built to load and unload rigid materials such as glass, 
plastic, metal sheets and wooden panels. 
  
 
 
 
 
 
 

Working 
Sheets and panels can be loaded (stored) and unloaded on the basis of your exact production 
needs, for examples: 

 A sheet/panel can be stocked and the next one can be sent to the dryer. 

 Two sheets/panels can be stored whereas one can be sent to the dryer. 

 All sheets/panels can be stocked up to the equipment is full and then unloaded, step-by-
step, to the dryer. 

 Etc. 
 
 
 
 
 
 
 

Telescopic cages 
Inside the equipment we can find several telescopic cages driven by a motor able to guarantee a 
constant and identical step. 
Every sheet/panel is supported by a metallic rack covered with non-slip and non-scratch 
rubber; in this manner every material is protected from scratches and chips. 
  
 
 
 
 
 
 

Vertical dryer (optional) 
In case you need a compact and manageable dryer, vertical Wicket can be covered and insulated; 
in this manner you can get a dryer with a maximum temperature of 200°C. 
 
 
 
 
 
 
 

Technical data  

Suitable materials: glass, plastic, metal sheets and wooden panels 
Quantity of racks: it can be chosen by customer 
Rack size: it can be chosen by customer 
Max thickness of material: it can be chosen by customer 
Electrical supply

1
: 400 V three-phase + neutral, 50 Hz 

Working pressure
2
: 67 bar 

 

[1] Any other three-phase electrical supply available on request. 
[2] Compressor is not included. 
 

In order to improve the quality of the product, the Mismatic Company is allowed to effect modifications in the 
manufacturing without any obligation to notify these to the Customer. 
 


