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pre-press pneumatic mesh stretcher clamps 
 

 

 
 

pneumatic mesh stretcher clamp 
 

 
 
 
 
 

Description 
The pneumatic mesh stretcher clamps have been designed and built to stretch the mesh on the 
screen printing frames. 
They are supplied with all the necessary to work: 

• pressure regulator with display: you can adjust and check the pressure of the stretching. 

• hand valve: you can drive the stroke of the clamp pneumatic cylinder. 

• pipes for the compressed air: they are necessary to join the clamps among them. 
The installation of the clamps is very easy and it can be done autonomously by the customer 
without the action of our technicians. In fact, the clamps are supplied with their user manual where 
you can read the installation procedure. 
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How many clamps do you need? 
Every clamp covers a length of 25 cm; this means the requested quantity of clamps depends on 
the dimensions of the screen printing frame. 
 
 
 
 
 

How do they work? 
The clamps are placed on the four sides of the frame, and then you position the mesh and close 
one clamp at a time. Now you drive the hand valve and the regulator shows the pressure of the 
stretching. 
Using our clamps the stretching of the mesh is easy and fast. 
 
 
 
 
 

 
 

an example of a pneumatic mesh stretcher clamps set 
 
 
 
 
 

Technical data 

Suitable screens: wooden or metallic frames 
Screens thickness range:  up to 40 mm 
Suitable fabrics: screen printing fabrics in polyester and nylon 
Clamp suitable length: 250 mm 
Working pressure1: 4 bar 
Overall dimensions: (L) 400 mm x (W) 250 mm x (H) 200 mm 
Net weight: 7 Kg 
 

[1] The compressor is not included. 
 

In order to improve the quality of the product, the Mismatic Company is allowed to effect modifications in the 
manufacturing without any obligation to notify the same to the Customer. 


