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Description 
The screen printing machine model NEW VERTICAL has been designed and built to print 
paper, cardboard and plastic sheets, wooden panels, metal and glass sheets. 
The machinery can be equipped with many optional in order to improve the productivity and 
decrease the setup time. 
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Screen-holder vertical movement system  
For known screen printing machines the whole printing head goes up and down during the printing. 
In this case, however, only the screen-holder moves. This system, called the screen-holder vertical 
movement system, moving smaller masses, gives the possibility to increase production also due 
to considerably large sizes. 
 
 
 
 
 
 
 
 
 

Innovative printing table (patented)  
The printing table has been realised to avoid scratching the glass sheet (or wooden panel) during its 
setting.  
The printing table, in fact, is equipped with a powerful air-cushion that floats the glass during the 
positioning and centring phase against the automatic rollaway stops. Once the positioning has been 
completed, the air blow stops and the glass lies gently on the printing table. 
Now, a powerful vacuum system goes into action and fixes strongly the glass over the printing table. 
The vacuum system holds the glass until the end of the printing cycle. 
 
 
 
 
 
 
 
 
 

Screen-holder exit system  
It is difficult and dangerous to clean large size screens under the printing head of the machine. 
The screen-holder exit system comes to your rescue.  
In fact, the screen-holder can be taken out of the machine by the user and the screen is cleaned 
simply and quickly. Once the cleaning operation has been completed, the screen can be reinserted 
in the machine without losing the original centring. 
 
 
 
 
 

 
 

screen-holder exit system 
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Technical data 100 x 200 130 x 260 200 x 400 

Printable materials: flexible materials as paper, cardboard and plastic sheets 
and rigid materials as wooden panels, metal and glass sheets 

Max printing size1: 1000 mm x 2000 mm 1300 mm x 2600 mm 2000 mm x 4000 mm 
Min material thickness: paper from 100 g/m2 
Max material thickness2: paper, cardboard, plastic sheets 

and wooden panels: 
glass and metal sheets: 

 
30 mm 
20 mm 

Max cycles per hour 3: 150 120 80 
Electrical supply 4: 400 V 3-phase + neutral, 50 Hz 
Installed power: 8.5 kW 10.5 kW 
Working pressure5: 67 bar 
Overall dimensions, 
printing table in: 

(L) 4750 mm  
x (W) 2000 mm 
x (H) 2000 mm 

(L) 5350 mm 
x (W) 2300 mm 
x (H) 2000 mm 

(L) 6750 mm  
x (W) 2400 mm 
x (H) 2000 mm 

Overall dimensions, 
printing table out: 

(L) 4750 mm  
x (W) 3700 mm 
x (H) 2000 mm 

(L) 5350 mm 
x (W) 4000 mm 
x (H) 2000 mm 

(L) 6750 mm 
x (W) 4100 mm 
x (H) 2000 mm 

Printing table height: adjustable 9501100 mm 
Net weight: 2500 Kg 3000 Kg 5000 Kg 
Usable screens: metallic frames 
Frames thickness range: up to 50 mm 
Usable inks: traditional and UV screen printing inks 

 

[1] Any other printing size available on request. 
[2] Higher thickness available on request. 
[3] Given values without considering the material loading and unloading time. 
[4] Any other three-phase electrical supply available on request. 
[5] The compressor is not included. 
 

To improve the quality of the product, the Mismatic Company can do modifications in the manufacturing without any 
obligation to notify the same to the Customer. 
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Standard features 
❖ Material loading and unloading: manual 

❖ Material setting on the printing table: against automatic rollaway stops with cylindrical shape 

and made of Nylon  

❖ Screen-holder vertical movement system  

❖ [ ] frame holder: adjustable; possibility to adapt different sized screens 

❖ Screen-holder exit system  

❖ Squeegee and scraper independent speeds 

❖ Squeegee and scraper speed: adjustable by control panel 

❖ Squeegee and scraper pressure: adjustable 

❖ Squeegee and scraper slope: adjustable 

❖ Screen printing stroke: adjustable by end-stroke 

❖ Printing repeats: from 1 to 10 repeats. This feature is very useful when we use low covering 

inks, but we need a high coverage  

❖ Off-contact distance: automatic Synchroprint adjustable from 0 mm to 30 mm 

❖ Innovative printing table (patented): it is very useful to avoid scratching the material during its 

positioning on the printing table  

❖ Drilled INOX steel printing table 

❖ Printing table equipped with air-cushion: you can adjust the power of the air flux depending 

on the weight of the material  

❖ Printing table equipped with vacuum 

❖ Sliding printing table 

❖ Screen-holder micrometric adjustment: by X-Y axes 

❖ Control panel equipped with colour touch-screen LCD monitor 

❖ Four working modes: manual, step-by-step, single and automatic with timer 
 
 
 

 
 

LCD monitor 

 
 

LCD monitor 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

Copyright © 1977-2019 Mismatic ®. All rights reserved. edition January 2019 
 

Optional features 
❖ Squeegee and scraper pressure: adjustable by control panel; you have only to key in the value 

of the pressure without touching any knob  

❖ Automatic system to block/unblock the squeegee and the scraper 

❖ Automatic system to exit the squeegee and the scraper  

❖ Screen printing stroke: adjustable by control panel; you have only to key in the value of the 

stroke without adjusting any end-stroke  

❖ Screen-holder micrometric adjustment: X-Y axis adjustable by control panel; you have only 

to key in the value of the X or Y axis without touching any knob  
 

 
 

automatic system to exit 
the squeegee and the scraper 

 
 
 

The machine is equipped with 
• #1 squeegee 

• #1 scraper 

• #1 pedal to start the printing cycle 
 
 
 

The machine can be equipped with 
• the IR and hot air dryer model COMBI  

• the one lamp UV dryer model MINI 
 
 
 

 

 

 IR and hot air dryer 
model COMBI 
 
 
 
 
 

UV dryer model MINI  
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Photo gallery 
 
 

 
 

printing table, squeegee and scraper out 
 
 
 

 
 

printing table in 

 
 

printing table out 
 
 
 

 
 

detail of the squeegee and scraper 

 
 

screen printing machine + IR and hot air dryer 
equipped with cooling area and off-feeder 

 
 

screen printing machine + IR and hot air dryer 
equipped with cooling area and off-feeder 

 


