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post press manual solvent-based screen washer 
 

130 x 160 | 150 x 200 
 

 

 
 

 
 
 
 
 

Description 

The screen washer has been designed and built for washing printing screens with solvent. 

All parts in contact with the solvent are made of Inox steel; with splash guard on three sides and 

Plexiglas® protection screen. In this way the solvent cannot affect the washing area and the operator 

is safe. 

Furthermore, the screen washer is equipped with a "shower" nozzle with brush to be able to remove 

the ink from the screen. 

The solvent distribution system (with explosion-proof pump) is a closed circuit: the solvent is 

continuously filtered and reused during washings until it becomes unusable. This means great 

savings in terms of solvent purchase. 
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Technical data 130 x 160 150 x 200 

Washing liquid: solvent 
Solvent tank capacity: 30 liters 
Usable size: 1300 mm x 1600 mm 1500 mm x 2000 mm 
Electrical supply: 400 V 3-phase + neutral, 50 Hz 
Installed power: 0.25 kW 
Protection range: IP55 
Overall dimensions: (L) 1640 mm x 

(W) 540 mm x 
(H) 2200 mm 

(L) 2040 mm x 
(W) 540 mm x 
(H) 2400 mm 

Net weight: 130 kg 150 kg 
 

To improve the quality of the product, the Mismatic Company can do modifications in the manufacturing without any 
obligation to notify the same to the Customer. 
 
 
 
 
 

Standard features 

• All parts in contact with the solvent are made of Inox steel  

• "Shower" nozzle with brush  

• Plexiglas® protection screen 

• Explosion-proof pump for the solvent distribution system 

• Pump equipped with filter 


