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Automation, speed, and efficiency for your printing line 

Enhance your production workflow with the JUMBO automatic stacker, the ultimate solution for 

stacking sheets at the outfeed of your printing line. 

Designed to integrate perfectly with the EFI Nozomi C18000 Plus digital printer, the automatic 

stacker ensures unprecedented operational continuity, maximizing your plant's productivity and 

minimizing operator intervention. 

Its exceptional versatility also makes it the ideal choice for any other large-format digital printer, 

always ensuring neat stacks ready for the next processing stages. 

Choosing the JUMBO automatic stacker means investing in automation, speed, and efficiency for a 

flawless post-press process. 
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From start to finish: a fully autonomous process 

Say goodbye to slow and cumbersome processes. Our innovative automatic stacker is much more 

than just a stacker: it is a complete solution that autonomously manages the entire pallet 

handling process, ensuring speed, precision, and unprecedented productivity. 

The entire operating cycle has been engineered to maximize efficiency and minimize operator 

intervention. 

The process begins with a simple action: the operator places the empty pallet on the loading area 

(B). From that moment on, the machine orchestrates every subsequent phase. 

Powerful shutter conveyors transfer and center it on the stacking platform (C). 

Instantly, the platform rises while the lateral and rear stops self-configure based on the pallet's 

dimensions. This is made possible by encoder-controlled motors. 

Once the system is ready, the infeed table with rotating belts (A) begins to receive the sheets, 

depositing them onto the stack with a high degree of control that ensures precision even at maximum 

speeds. 

It is upon pallet completion that the true strength of our total automation is revealed: without any 

interruption, the full pallet is autonomously transferred to the unloading area (D). This allows the 

stacking platform to be immediately available for a new load, eliminating downtime and ensuring 

truly uninterrupted productivity that keeps your end-of-line always operational. 

Finally, the unloading area has also been designed for maximum flexibility. The full pallet waits on 

the dedicated area (D), ready for easy and safe removal. Its special roller conveyor has been 

designed with three different access points for a pallet jack, adapting to every logistical need and 

pallet size. 

Investing in our automatic stacker means choosing an intelligent solution to increase productivity 

and optimize human resources. 
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One click, new format 

The great flexibility of our automatic stacker allows it to handle a wide range of formats, from 

1400x1000 mm up to 3000x1800 mm. To support this versatility, we have transformed the format 

changeover into an incredibly simple and fast operation. 

Thanks to an intuitive software, it is possible to save the settings for each pallet size in custom 

"recipes" identified by a code and a description, and easily recallable. At the time of a job change, 

the operator simply needs to select the desired program: immediately, all machine components and 

parameters will self-configure precisely and automatically, adapting perfectly to the new dimensions. 

The result is a fully automated format changeover that drastically reduces machine downtime, 

maximizing productivity and efficiency. 
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One router ... endless possibilities! 
 

JUMBO is equipped with a latest generation Ethernet / Wi-Fi 

router. 

Thanks to this device, the possibilities of the automatic stacker 

are greatly expanded. 

 
Remote service 

In the event of an electronic fault, Mismatic engineers can 

connect to the machinery directly from the offices in Milan 

(Italy) to check for any anomalies and, if needed, make the 

necessary changes to the software of the machine. 

 
 

The stacker can also be controlled from tablets and smartphones 

Thanks to a VNC server, JUMBO can also be controlled remotely from tablets and smartphones 

(iOS and Android). This technology is very convenient in some situations: for example, in cases 

where the machine is large and its monitor is distant from the area in which we are operating, or, to 

remotely monitor the production of the machinery. 
 

Free software updates 

Each software update of the machine is released free of charge to the customer. 
 

Safety 

All the data flow (in and out) of the router passes through a secure VPN network with ISO 27001 

Security Certification. 
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Technical data 300 x 180 

Max sheet size1: (L) 3000 mm x (W) 1800 mm 
Max pallet size: (L) 3020 mm x (W) 1820 mm 
Min sheet size: (L) 1400 mm x (W) 1000 mm 
Min sheet thickness: paper from 150 g/m2 
Max sheet thickness: cardboard up to 10 mm 
Max stacking speed: 1000 sheets/hour 

80 m/min 
Min stacking speed: 30 m/min 
Max payload of stacking platform: 
(pallet included) 

1200 kg 
160 kg/m2 

Infeed table with rotating belts height: 1060 mm 
Electrical supply2: 400 V three-phase + neutral, 50 Hz 
Installed power: 7 kW 
Working pressure3: 67 bar 
Overall dimensions: (L) 5100 mm x (W) 6500 mm x (A) 1700 mm 
Net weight: 3400 kg 

 

[1] Any other size available on request. 
[2] Any other three-phase electrical supply available on request. 
[3] The compressor is not included. 
 

To improve the quality of the product, the Mismatic Company can do modifications in the manufacturing without any 
obligation to notify the same to the Customer. 
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Standard features 

• Infeed table with rotating belts 

• Motorized shutter conveyor in the loading area 

• Stacking platform equipped with a motorized shutter conveyor 

• Roller conveyor (non-motorized) in the unloading area, featuring three different access 

points for a pallet jack 

• Lateral and rear stops equipped with encoder-controlled motors 

• Blower system: essential for lightweight and large-format sheets 

• On-board control panel equipped with a colour LCD touch-screen monitor: all on-screen 

buttons are in your language! 

• Two operating modes: manual and automatic 

• Ethernet / Wi-Fi router 
 
 
 
 
 
 
 

Optional features 

• Antistatic system 

• Ethernet / Wi-Fi / 4G router: the device has a SIM card (not included) slot 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 


